Gas and Vapor Detection Equipment Classified for Use in Hazardous Locations

Class I, Groups A, B, C and D; Class II Groups F and G.

Multi-gas monitor, Model MX6 with optional sample pump assembly SP6, part no. 18106765, intrinsically safe when used with lithium-ion battery pack 17131038 or alkaline battery pack 17131046 containing three alkaline, size "AA", 1.5V batteries manufactured by Rayovac, part no. LR6 or manufactured by Duracell, part no. MN1500.

Portable gas detector, Model MX4, intrinsically safe when used with replaceable alkaline battery pack Part No. 17138041 containing three Duracell MN2400 or Energizer EN92 size "AAA" alkaline cells, or with rechargeable Li-ion battery pack Part No. 17134453-X.

Model Ventis MX4 gas detector Diffusion version, intrinsically safe when used with replaceable alkaline battery pack Part No. 17150608 containing three Duracell MN2400 or Energizer EN92 size "AAA" alkaline cells, or with rechargeable Li-ion battery pack Part No. 17148313-X, or with rechargeable extended Li-ion battery pack Part No. 17148313-1.

Model Ventis MX4 gas detector Aspirated version, intrinsically safe when used with replaceable alkaline battery pack Part No. 17150608 containing three Duracell MN2400 or Energizer EN92 size "AAA" alkaline cells, or with rechargeable extended Li-ion battery pack Part No. 17148313-1.

Model Ventis LS gas detector, intrinsically safe when used with rechargeable Li-ion battery pack Part No. 17134453-X, or with rechargeable extended Li-ion battery pack Part No. 17148313-1.

Class I, Groups A, B, C and D.

Gas monitor, Model M40, intrinsically safe when used with one self-contained 3.6 V rechargeable lithium-ion battery and optional sample pump, Model SP40.

Portable gas detectors, Model T40 Rattler, Part Nos. 1810-5247 (HZS) and 1810-5254 (CO) intrinsically safe when use with one self contained 1.5V, size AA battery.

Model GasBadge Plus, Part No. 18100050-X, where X is 1 thru 5, intrinsically safe when used with one Lithium 1/2-AA battery manufactured by Tadiran, Part No. TLL 5902 or Saft, Part No. LS 14250C.

Model GasBadge Pro, Part No. 18100060-X, where X is 1 thru 5, intrinsically safe when used with one Lithium CR2 battery manufactured by Panasonic, Part No. CR2, Sanyo, Part No. CR2, Duracell Ultra, Part No. CR2/DLCR2, Kodak, Part No. CR2/KCR2, Energizer e2 Part No. 1CR2/EL1CR2/CR2 or Varta/Power One, Part No. CR2/CR2NP.

Class I, Division 2, Groups A, B, C and D.

Portable gas detectors, Model LKD100; Part No. 1810-4620, for use with two size AA, 1.5 V alkaline batteries.

Model LKD100 rechargeable; Part No. 1810-5270, portable gas detector for use with two size AA, 1.2 V nickel-metal hydride batteries.

Classification Marking: Classified by Underwriters Laboratories Inc., as to fire, electrical shock and explosion hazards only.

Last Updated on 2011-07-05
under UL’s Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and covered under UL’s Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement “Reprinted from the Online Certifications Directory with permission from Underwriters Laboratories Inc.” must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the following format: “Copyright © 2011 Underwriters Laboratories Inc.”